2’ x 2’ x 4 CONCRETE

PAD OR AS SPECIFIED
EXISTING/ FINAL GRADE

REVISIONS

REV DESCRIPTION DATE APPROVED

ISSUED FOR REVIEW

OPTIONAL: TERMINAL BOARD
MADE AS SPECIFIED

CONCRETE TEST BOX W/ CAST
IRON LID, BROOKS 1-RT OR EQUAL

TEST LEAD WIRES.

#10 AWG STRANDED WIRE (MIN.
WITH SPECIFIED INSULATION:
IDENTIFY LOCATIONS WITH ID.
LABELS OR WIRE COLOR.

THERMITE WELD OR PIN BRAZE
CONNECTIONS. REPAIR COATIN
AS SPECIFIED

UNPROTECTED

PIPELINE\

TEST LEAD WIRES.
#10 AWG STRANDED WIRE (MIND

WITH SPECIFIED INSULATION.
/IDENTIFY LOCATIONS WITH I.D.
LABELS OR WIRE COLOR.

0

0

#12 PIPE
TEST LEADS
TO UNPROTECTED

PIPE

\4' 4°x1/4

x4°x1/4*
MICARTA BOARD

VIEW OF TERMINAL
BOARD & CONNECTIONS

#12 PIPE
TEST LEADS

TO PROTECTED
PIPE

FRAVN BY.
TSH.
ENGINEER

N I I I Ry I |

\PRDTECTED PIPELINE

FARWEST CORROSION CONTROL COMPANY
1480 W. Artesia Blvd. Gardena, California

12/08

JOB NO. |

TYPICAL CATHODIC PROTECTION

AT-GRADE TEST STATION
BURIED INSULATED FLANGE

! 1\

AR

p
corrosion WA conTRoL

DWG NO.

S-2G

SCALE SHEET

FEVO 1 of 1

NONE




